
 

(1) To be ordered separately

 

Drawing Part number

Connections

Version
Voltage Frequency Degree of 

protection
Cables kit PS 

[bar]
TS [°C]

Package pcs
Compressor 
crankcase 
adapters

Oil level 
inspection

Oil inlet

(1)  Sae Flare [V] [Hz] (1) Min Max

NEW 5650E/11RA2

5690/X11 
5690/X12 
5690/X13 
5690/X14 
5690/X15 
5690/X16 

5690E/X01

1 sight glass 3/8”

Right

24 AC 50/60

IP 65 9901/X26 90 +130 1

NEW 5650E/11RA6 220 AC 50/60

NEW 5650E/11LA2

Left

24 AC 50/60

NEW 5650E/11LA6 220 AC 50/60

NEW 5658E/07RA2

5690/X11 
5690/X12 
5690/X13 
5690/X14 
5690/X15 
5690/X16 

5690E/X01

1 sight glass 3/8”

Right

24 AC 50/60

IP 65 9901/X26 140

0

+130 1

NEW 5658E/07RA6 220 AC 50/60

NEW 5658E/07LA2

Left

24 AC 50/60

NEW 5658E/07LA6 220 AC 50/60

5650/RA2

5690/X11
5690/X12
5690/X13
5690/X14
5690/X15
5690/X16

1 sight glass 3/8”

Right

24 AC 50/60

IP 65 9901/X26 50 -30 +130 1

5650/RA6 220 AC 50/60

5650/LA2

Left

24 AC 50/60

5650/LA6 220 AC 50/60


