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Ordering SG without indicator

 Type Connection type
Connection Code no.

Multi pack [inch]  [mm] 

SG 10s
Solder ODF × ODF 

3⁄8  - 014-0037

SG 22s 7⁄8 22 014-1207 3)

SGN with N type indicator 

 Type Connection type
Connection Code no.

Multi pack 4) [inch]  [mm] 

SGN 6 

Flare ext. × ext.

1⁄4 6 014-0161

SGN 10 3⁄8 10 014-0162

SGN 12 1⁄2 12 014-0163

SGN 16 5⁄8 16 014-0165

SGN 19 3⁄4 19 014-0166

SGN 6 1⁄4  - 014-0132 3)

SGN 10 3⁄8  - 014-0133 3)

SGN 6 

Flare int. × ext. 1)

1⁄4 6 014-0171

SGN 10 3⁄8 10 014-0172

SGN 12 1⁄2 12 014-0173

SGN 16 5⁄8 16 014-0174

SGN 19 3⁄4 19 014-0175

SGN 6 1⁄4  - 014-0137 3)

SGN 10 3⁄8  - 014-0138 3)

SGN 12 1⁄2  - 014-0139 3)

SGN 6s 

Solder ODF × ODF 

1⁄4  - 014-0181 

 - 6 014-0191 

SGN 10s
3⁄8  - 014-0182 

 - 10 014-0192 

SGN 12s
1⁄2  - 014-0183 

 - 12 014-0193 

SGN 16s 5⁄8 16 014-0184 

SGN 18s  - 18 014-0195

SGN 19s 3⁄4 19 014-0185 

SGN 22s 7⁄8 22 014-0186 

SGN 22s 2) 1 1⁄8  - 014-0187 

SGN 6s 1⁄4  - 014-0142 3)

SGN 10s 3⁄8  - 014-0143 3)

SGN 12s 1⁄2  - 014-0144 3)

SGN 16s 5⁄8  - 014-0145 3)

SGN 22s 7⁄8  - 014-0147 3)

SGN 6s 

Solder ODF × ODM

1⁄4  - 014-0201

SGN 10s 3⁄8  - 014-0202

SGN 12s 1⁄2  - 014-0203

SGN 16s 5⁄8 16 014-0204

SGN 22s 7⁄8 22 014-0206

SGN 6s 1⁄4  - 014-0151 3)

SGN 12s 5⁄16  - 014-0155 3)

1) Can be screwed directly into the Danfoss filter drier.
2) Oversize connections.
3) UL approved
4) For the code selection of Industrial pack version please contact Danfoss.  


